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Fixture to be centered between

adjacent fence posts

See
Note 2 —
End
post —=
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1"C fto adjacent
pull box

Bonding
strap

3" length of 2" OD cold drawn seamless steel

mechanical tubing (AISI-MT-1015), %" wall thickness,
galvanized after drilling and tapping, with 4 sockethead,
cup point set screws, /4" diameter by %" long cadmium

Weatherproof expansion
joint with internal
bonding

Chain Link railing
fence Type 3

Expansion joint \‘
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plated-spaced 120° apart and 3" from each end.

NOTES:

1.

The maximum taolerance between door and

lens shal

| be

‘/54”._ Casting dimensions of shell are nominal and are
subject to such tolerances as are consistent with sound
foundry practice.

Caontinuous grounding between fixtures and from fixture
to end post carrying conductors shall be provided.
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EXPANSION FITTING DETAIL

TYPICAL ARRANGEMENT

END POST DETAIL Aluminum wireway cover
(3003

\/}\,\

=

5" opening
)
- ? ;

H14 alloy) to be made in
two equal sections to allow them
to be telescoped for circuit
conductor installation and service

Zee bar extruded
aluminum fixture

door (6063-T5 alloy)
lens retainer

Extruded aluminum
3'-41/," (6063-T5 alloy)

FASTENER DETAIL

Machine from
3" section
of mild steel

%" Minimum
deformation

S

/4" Dia by
3, stock

Drill to fit and
weld on side

Drill concentric hole 4" deep

and deform to fit fastener head.
Minimum wall thickness of socket
portion to be uniformly 3" thick.
Exterior of deformed section build
up to original diameter by brazing
and machining.

SPECIAL SOCKET WRENCH

Fixture lens
(MethyImethacrylate plastic)

SECTION A-A

INSIDE VIEW OF
END CASTING

BOTTOM VIEW

Field drill 3" hole or large
enough for 39 ga steel wire
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Extruded aluminum channel
(6063-T5 alloy)

Cast aluminum_ end

(No. 319 alloy)

Special vandal-resistant
fastener (stainless steel)

N |

Fixture wiring shall be fastened with
3 retaining clips to side of fixture door
opposite hinge.

Extruded aluminum channel to be

we |ded

to cast aluminum end

Pan head self threading screw-to hold
wire channel cover sections in place

3 Pole
terminal
block

labeled-Line 1,
Neutral, Line 2

Lap wire channel
covers 1" in
middle of fixture

Neoprene sealing

Circuit
conductors
(3)

3 Pole terminal
block label-Line 1,
Neutral, Line 2
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Pan head screw for bonding

ground conductor across

telescoping joint from fixture
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ta fixture-each end. See Note 2.

1%" Dia

Is"

o

FIXTURE LENS

SECTION B-B

Door of fixture

ELECTRICAL SYSTEMS
(PEDESTRIAN OVERCROSSING
FLUORESCENT LIGHTING FIXTURE)

Ballast (1-Lamp 1500 mA)
Lamp socket (springloaded socket shall be adjacent to ballast)

STATE OF CALIFORNIA

0.080" Aluminum Socket Plate-Reinforced to
maintain rigid right angle position to lamp

DEPARTMENT OF TRANSPORTATION

NO SCALE

Hem end
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